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Sales: 01233 652550 Technical Support: 01233 652520      Web: www.vjtechnology.com

VJT Code Description Pack Qty
13500010 Tapcon CD1000 Condrive Kit 1
13500020 Tapcon Drive Adaptor 6.5mm - 921162 1
13500070 Tapcon 3SD180 4.35 x 180 SDS Bit 1
13500080 Tapcon 4SD180 5.15 x 180 SDS Bit 1
13500100 Rod Hanger Tapcon Installation Socket 1
13500110 Evolution 5.15 x 180mm Tapcon Drill Bit 1

Tapcon Bits  

1350 – Tapcon Bits  

Advantages 

▪Through fixing

▪Zinc plated

▪White caps available for neat finish

▪Nylon body gives long life

▪Countersunk head allows flush finish

▪Anti rotation lugs to prevent spinning

Typical applications 

▪ Door frames

▪ Window frames

▪ Garage door frames

Installation Procedure  

Description 

Used for mounting PVCu window frames to brickwork and masonry.  The zinc coated steel screw and nylon body give good corrosion
protection . The anchor is expanded by tightening the screw with a screwdriver or electric screwdriver, the reinforced nylon cone is drawn
into the sleeve and the fixing expands without applying pressure to the frame. 
This helps prevent distortion of the frame, keeping it in line and square. 

0160 - Window Frame Anchor  

Window Frame Anchor  

VJT Code Description Drill-Ø Max. Fixture Embed Min. Drill Overall Box
(mm) Thickness Depth Depth Length Qty

(mm) (mm) (mm) (mm)
01600010 Window Frame Anchor 8/60/100 8 60 50 65 100 50
01600020 Window Frame Anchor 8/100/140 8 100 50 65 140 50
01600030 Window Frame Anchor 10/25/75 10 25 50 65 75 50
01600040 Window Frame Anchor 10/50/100 10 50 50 65 100 50
01600050 Window Frame Anchor 10/70/120 10 70 50 65 120 50
01600060 Window Frame Anchor 10/90/140 10 90 50 65 140 50
01600070 Window Frame Anchor 10/115/165 10 115 50 65 165 50




