
Cable and Conduit Fixings

9

Cable Run Adaptor

A 3 faced adaptor for installing cable run clips on flanges between
12 and 20mm, allowing cables to run in multi directions.

Part No. A (mm) B (mm)

CRA 12-20 fits CR25-CR225

A

B

B

B

Single Run Mild Steel P Clip

Strong, cushioned with neoprene. A useful support that can
be used on its own, or with other Britclips fasteners via 6.5mm
fixing hole.

2Ø

1Ø

Double Run Mild Steel P Clip

Strong, cushioned with neoprene. A useful support that can be
used on its own, or with other Britclips fasteners via 6.5mm fixing
hole. For twin runs of cable/conduit.

2Ø

1Ø

Part No. 1Ø (mm) 2Ø (mm) Finish

PCS12 12 6.5 EZP

PCS14 14 6.5 EZP

PCS16 16 6.5 EZP

PCS18 18 6.5 EZP

PCS20 20 6.5 EZP

PCS25 25 6.5 EZP

PCS32 32 6.5 EZP

Part No. 1Ø (mm) 2Ø (mm) Finish

PCD12 2 x 12 6.5 EZP

PCD14 2 x 14 6.5 EZP

PCD16 2 x 16 6.5 EZP

PCD18 2 x 18 6.5 EZP

PCD20 2 x 20 6.5 EZP

PCD25 2 x 25 6.5 EZP

PCD32 2 x 32 6.5 EZP

4

Flange Clips
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Vertical Flange Clip

Hammer on clip for vertical flanges from 1-7mm thick. 6.5mm hole receives
hook, chain or nut and bolt connection.

Part No. A (mm) B (mm) C (mm) Ø (mm) S.Load (kg)

VF1 1-5 39 19 6.5 72

VF2 5-7 40 19 6.5 72

A

C

B

Ø

Also available incorporating:

Conduit Clip (pages 20-21)
Cable Tie (page 30)

Threaded Rod Fixing ( pages 31, 33)
Strap Hanger (pages 41)

Light Duty Flange Clip

The VF3 flange clip is designed to hold M6 threaded rod. The VF3 is a
rapidly installed and highly cost-effective way of supporting lighter loads
from 1-5mm thick purlins or flanges.

Part No. A (mm) B (mm) C (mm) S.Load (kg)

VF3 1-5 M6 30 15

C

B

A

Cable Run Clip

Simple clip available in sizes to suit horizontal or vertical flanges from
2-12mm thick. Suitable for round conduit or cable.

Part No. A Ø
(mm) (mm)

CR25 2-4 4.5-5.5

CR26 2-4 6-7

CR27 2-4 7-9

CR210 2-4 10-11

CR212 2-4 12-14

CR215 2-4 15-18

CR219 2-4 19-24

CR225 2-4 25-30

CR45 4-7 4.5-5.5

CR46 4-7 6-7

CR47 4-7 7-9

CR410 4-7 10-11

Part No. A Ø
(mm) (mm)

CR412 4-7 12-14

CR415 4-7 15-18

CR419 4-7 19-24

CR425 4-7 25-30

CR85 8-12 4.5-5.5

CR86 8-12 6-7

CR87 8-12 7-9

CR810 8-12 10-11

CR812 8-12 12-14

CR815 8-12 15-18

CR819 8-12 19-24

CR825 8-12 25-30

A

Ø


